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OVERMOLD, YELLOW

INDICATOR TO 
LINE UP WITH
MAJOR KEY ON 
CONNECTOR

CABLE
3-18 AWG CONDUCTORS
JACKET: PVC, YELLOW
.225 O.D. REF.

LABEL
NON CURRENT INTERRUPTING STATEMENT 

IN ENGLISH AND FRENCH ON BACK

SOCKET HEAD CAP SCREW
(2) #10-24 X 1 1/4 IN.

O-RING (2)

(3) #16 PIN CONTACTS

CABLE CONNECTOR
#20 SOCKET CONTACTSCOUPLING NUT, FEMALE

1/2-20 UNF-2B THREAD
WITH ANTI-VIBRATION WASHER
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(2) BUSHING
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FACE VIEW

O-RING

LENGTH
IN FEET

3 POLE ASSEMBLIES
PART NO. "X" DIM

DB40S3SS3P3-1 1 FT 1 IN.
DB40S3SS3P3-2 2 FT 2 IN.
DB40S3SS3P3-3 3 FT 2 IN.
DB40S3SS3P3-4 4 FT 2 IN.
DB40S3SS3P3-6 6 FT 2 IN.
DB40S3SS3P3-12 12 FT 4 IN.
DB40S3SS3P3-__

STANDARD PRODUCT

CABLE ASSEMBLY (YELLOW)

MICRO-MIZER
SOCKET CABLE CONNECTOR WITH DIE BLOCK

NTS 1 OF 1

DB40S3SS3P3-XFAMSLWDB40S3SS3P3-X
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B BZ 11-17-09 UPDATED MANUFACTURING DRAWING PER ECR 7305

NOTES:
FINISHED PRODUCT 3 FEET AND SHORTER TO BE 1.
BUNDLED
FINISHED PRODUCT OVER 3 FEET TO BE COILED
FOR PART NUMBER SEE TABLE2.
ALL DIMENSIONS ARE REFERENCE UNLESS OTHERWISE 
SPECIFIED
OVERMOLD BOOT MATERIAL: POLYURETHANE WITH 3.
YELLOW COLORANT, TYP. BOTH ENDS
ELECTRICAL RATINGS: 3 AMPS, 300 VOLTS AC4.

       3 AMPS,  24  VOLTS DC
ELECTRICAL TEST:5.
a) 100% CONTINUITY TEST
b) AT CELL SET-UP AND SAMPLING:
    HI-POT@1500V DC EACH CONTACT AGAINST ALL 
    OTHERS AND GROUND
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