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ITEM NO.925-134J-51S

PART NO.925-134J-51S  

NOTES: 
 
1.  MATERIALS AND FINISHES:  
     BODIES - BRASS, GOLD PLATING
     CONTACT - BeCu, GOLD PLATING
     INSULATORS - PTFE, NATURAL
 
2.  ELECTRICAL:  
     A. IMPEDANCE:  50 OHM 
     B. FREQUENCY RANGE:  2 MHz -40 GHz 
     C. VSWR : 1.15:1 MAX @ DC -40 GHz
               1.25:1 MAX @ 10 GHz -26.5 GHz
               1.35:1 MAX @ 26.5 GHz -40 GHz 
 
3.  MECHANICAL: 
     A. DURABILITY: 100 MATING CYCLES MIN. 
     B. TEMPERATURE RANGE:  -65�$� C TO +165�$� C  
 
4.  PACKAGING: 
     A. QUANTITY:  SINGLE PACK 
     B. MARKING:  BAG TO BE MARKED  
        "AMPHENOL RF, 925-134J-51S, AND DATE CODE"  
 
5. CABLE ASSEMBLY INSTRUCTIONS.
     A. TRIM CABLE AS SHOWN.
     B. SLIDE INSULATOR DISC OVER THE CABLE CENTER CONDUCTOR.
     C. SOLDER CENTER CONTACT TO CABLE CENTER CONDUCTOR.
     D. INSERT CONTACT TO INSULATOR UNTIL CONTACT BOTTOMS.
     E. SOLDER OUTER CONDUCTOR OF CABLE TO REAR BODY. 
 
6. SHOWS CABLE ENTRY DIMENSIONS.
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